
CALIFORNIA

STATE OF

DEPARTMENT OF TRANSPORTATION

DIVISION OF

ENGINEERING SERVICES

X

X

X X

APPROVAL DATE

FILE 

NO.

X

X

X

X

X X X X X X

X

ORIGINAL SCALE IN INCHES

FOR REDUCED PLANS
0 1 2 3

STANDARD DRAWING BRIDGE NO.

POST MILE

$REQUESTFILE =>

T
I
M

E
 P

L
O

T
T

E
D

 =
>

D
A

T
E

 P
L

O
T

T
E

D
 =

>
$

T
IM

E
$
D

A
T

E
U

S
E

R
N

A
M

E
 =

>
$

U
S

E
R

SHEET OF

DIST COUNTY ROUTE
SHEET TOTAL

PLANS APPROVAL DATE
No.

Exp.

CIVIL

R
E

G
I
S

T
E

R
E

D
P

ROFESS IONA
L

E
N

G
I

N
E

E
R

S

T
A
TE

OF CALIFORN
IA

REGISTERED CIVIL ENGINEER

TOTAL PROJECT SHEETS

POST MILES

DATE

No.

UNIT:

PROJECT NUMBER & PHASE:

X

CONTRACT NO.:

REVISION DATES

DISREGARD PRINTS BEARING

EARLIER REVISION DATES                                 XX

DS OSD 2147A (ENGLISH STANDARD DRAWING "XS" BORDER REV. (02-02-11)
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2  Level of initial grouting in

   drilled hole.
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enclosure after fabrication.

1  Level of initial grouting inside

   corrugated sheathing.
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